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DESIRED BY THE FAILING SUBTEST TO ISOLATE THE ERROR. 



SWITCH SETTINGS 

LOCATION 8S SWREG f! IS USED TO SELECT THE PROGRAM OPTIONS 
ClMOT SYSTEM COMF IGURAT ION) . NHILE RUNNING UNDER OTOS 
THIS LOCATION WILL BE LOADED BY THE MONITOR, 
HOWEVER UNDER STAND-ALONE AND PROGRAM LOAD MODES 
THIS LOCATION MAY 8E SET BY THE USER USING EITHER 
THE HAND-HELD CONSOLE OR A TELETYPE WITH THE 
CONSOLE DEBUG FEATURE, OR THE SNITCH PACKAGE. 

SWITCH OPTIONS 

DIFFERENT SITS AND THEIR INTERPRETATION AT LOCATION 
t8 S$REG 8S ARE AS FOLLOWS! 
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INTERPRETATION 

LOOP ON ERROR 

SKIP LOOPING ON ERROR 

PRINT TO CONSOLE 

ABORT CONSOLE PRINTOUT 

DO NOT PRINT % FAILURE 

PRINT % FAILURE RATE 

ALLON END OF PASS PRINT 

SUPPRESS PASS PRINTOUT 

DON*T USE LINE PRINTER 

USE LINE PRINTER 

DON'T HALT ON ERROR 

HALT ON ERROR 

DON # T PRINT SUBTEST COMPLETION 

PRINT SUBTEST COMPLETION EACH INTVL 

AND ERROR SUMMARY REPORT WHEN FIRST 

SNITCHED ON. 

PRINT DETAILED ERROR ONLY ONCE 

ALWAYS PRINT DETAILED ERROR MESSAGE 

RESERVED FOR FUTURE DTOS USE 

RESERVED FOR FUTURE USER OPTIONS 
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